William John Jones 
;e of Internet Web Technology to Register Wireless Access Customers 
Attorney Docket No. 9147-96559-US 



Replacement Sheet 



Figure 1 



Layer 2 Tunneling Protocol 
Network Server 30 




Access Network 

Operator 
Registration Web 
Server 



Layer 2 Tunneling Protocol 
Communication 
Connection 32 



Wireless access 
user account 
creation 
information 

L2TP Tunnel 

RADIUS 
Authentication 
Query and 
Response 
End user traffic to 
access 

Registration Web 
Server 



William John Jones 
Use of Internet Web Technology to Register Wireless Access Customers 
Attorney Docket No. 9147-96559-US 



Replacement Sheet 



2/2 



Figure 2A 
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User Purchases User Equipment (UE) 




PC passes "new user" ID, temporary 
password and name of access network 
operator via AT commands to UE 
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UE signals this information over the air to 
RNC and then via Radius client and Radius 



J 



Radius server responds with acceptance 
and sends protocol filters to SGSN 
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LAC sets up tunnel to LNS 



PC dialer initiates PPP session to LNS via j 
tunnel ^ 



LNS terminates PPP protocols and validates 

new user ID and Password passed over j 
PPP, using a second query to Radius server ^ 
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Figure 2B 



Once dialer has established connection via 
PPP, installation wizard activates PC's web 
browser with URL of registration web site 
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User enters information 



User enters information which is sent to 
registration server 



J 



Registration server checks information 
including credit card authorization, registers 
user ID and generates password 
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User informed of successful registration, and 
Radius server updated with appropriate 
information 
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Registration Internet Session terminated ]^ 



